0600-3000

I

Concrete
floor slab

Keystone Lintels Ltd,
X/K-90 WOL

For exra heavy duty loadng
condiions with 125mm - 150mm

To achieve loading figres, e
must be lteraly resraned.

3150-4800

. —

Concrete.
floor slab

Keystone Lintels Ltd,
XIK-90 WOL

For extr heavy duy loading
condiions wih 125mm - 150mm
it outer eaf

o achieve loaing igures, il
mustbe lateraly restaied

. —

Concrete
floor slab,

Keystone Lintels Ltd,
XIK-90 WOL

avy duty loading
condiions wih 125mm - 150mm
wide oer eal
To achieve loading figurs, el
mustbe teraly restraned

5400

. —

Concrete
floor slab

Keystone Lintels Ltd.
XIK-90 WOL

For exta heavy duty loacing
conditons wih 125mm - 150mm
vide uter ea,

To achieve loading figures, el
must b lteraly resrained

5700

I

Concrete
floor slab

Keystone Lintels Ltd
XIK-90 WOL

For exra heavy duty loading
condiions vah 125mm - 150mm
vide outer el

To achieve loading figures, el
must b lteraly resiraned.

6000

I

Concrete
floor slab

Keystone Lintels Ltd,
X/K-90 WOL

For axra neavy duy loading
condrions vith 125mm - 150mm
wide outer ol

70 achievelacingfures, el
mustbe aeraly resirained

6300

. —

Concrete
floor slab

Keystone Lintels Ltd,
XJK-90 WOL

For et heavy duy loading
condiions wih 125mm - 150mm
wide vt e,

o achieveloaing igures, il
mustbe lateraly restraier

. —

Concrete.
floor slab,

Keystone Lintels Ltd,
XIK-90 WOL

avy duy loading
condions with 125mm - 150mm
wide oereal
To achieve loaing figures, el
mustbe el restraned



