0600-3000

I

Concrete
floor slab

Keystone Lintels Ltd,
XIK-110 WL

For exta heavy duy loading
condiionswih 140mm - 150mm
wide nner ea.

o acheve loading figures, el
mustbe lateraly resained.

3150-4800

I

Concrete
floor slab

Keystone Lintels Ltd.
XIK-110 WIL
For exra heavy duty loading
conditons vith 140mm - 150mm
wide inner eal.

o achieveloading figures, el
must b lterally restained.

I

Concrete
fioor slab

Keystone Lintels Ltd
-110 WIL

For exa heauy duty loading

conditons wih 140mm - 150mm

e eal.
To achieve loaing fgures, el
must be laerally restained.

I

Concrete
floor slab

XIK-1.
For e
conditor
Toachi
mustbe

Keystone Lintels Ltd,
10 Wi

va heauy duy oading
1401

s wilh 140mm - 150mm

vide inne eal.

eve loating figres, el
lateal restained.

I

Concrete
floor slab

Keystone Lintels Ltd.
XIK-110 WIL
For extra heavy duty loacing
condlons vith 140mm - 150mm
wide inner .

To achive loading figures, el
must be lteraly restained

I

Concrete
floor slab

Keystone Lintels Ltd
XIK-110 WIL

For exva heavy duty oading
condiions win 140mm - 150mm

erleat.
achieve loading fgures, el
must b laterally restained.

I

Concrete
fioor slab

Keystone Lintels Ltd,
XIK-110 WIL
For extra heavy duty loading
conditons wih 140mm - 150mm
vide iner eal.

v loacing igures, el
must be lateally resiraned.

I

Concrete
floor slab

Keystone Lintels Lt
XIK-110 WL

For exta heavy duy loading
condiionswih 140mm - 150mm

To achieve loading figures, el
must be lteraly resiaied.



