0600-3000

I

Concrete
floor slab

Keystone Lintels Lid.

(K-110 WOI
For exra heavy duty loading
condiions vitn 125mm - 150mm
wide uter et

To achieve loading figures, il
must b lteralyresuaned.

3150-4800

I

Concrete
floor slab

Keystone Lintels Ltd,
X/K-110 WOL.

For exra heavy duty loading
conitons ih 125mm - 150mm
wide cuter et

o achiove loading figures, el
must b lterly resrained.

5100

L

Concrete
loor slab

Keystone Lintels Ltd,
X/K-110 WOL

For extra heavy duy loading
condions wih 125mm - 150mm
wide outereat

o aieve loading figures, el
must be lteraly resirained,

5400

L

Concrete
floor slab

Keystone Lintels Ltd.
X/K-110 WOL

For extaa heavy duty loading
condtions wih 125mm - 150mm
e outer eat.

To achieve loading figues, el
must be laterally restaned

5700

L

Concrete
floor slab,

Keystone Lintels Ltd
XIK-110 WOL.

For extaheavy duty oading
conditons wih 126mm - 150mm
vide cuter st

To achieve loading figues, el
must be laterallyrestaned

6000

I

Concrete
floor slab,

Keystone Lintels Lid.

XIK-110 WOL.
For exra heavy duty loacing
condiions witn 126mm - 150r
vide outer est.

To achieve loading figures, el
must be lteraly resuained.

6300

I

Concrete
floor slab

Keystone Lintels Ltd,
X/K-110 WOI

For exra heavy duty loading
conditons ith 125mm - 150mm
wide uter et

o achiove loading figures, el
must b lteraly resrained.

L

Concrete
floor slab

Keystone Lintels Ltd,
X/K-110 WOL

For extra heavy duy loading
condions wih 125mm - 150mm

o aieve loading figures, el
must e lteraly resirained,



