0600-3000

. —

Concrete
floor slab,

Keystone Lintels Ltd
XIK-130 WOL.

For exta heavy duy oacing
conditons wih 126mm - 150mm
vide oute eat.

To achieve loading figures, el
must bo laterally resained.

3150-4800

I

Concrete
floor slab

5100

Keystone Lintels Lid.
XIK-130 WOL

For oxra heavy duty loadng
condiions wih 125mm - 150mm
vide oute leal.

To achieve loading figures, il
must b lteralyresiaied.

I

Concrete
floor slab

5400

Keystone Lintels Ltd.
X/K-130 WOL
For exra hoavy duty loadng
condions wih 125mm - 150mm
wide outer eat.

achieve loading figures, el
must b lteraly resrained.

. —

Concrete.
floor slab

Keystone Lintels Ltd.
XJK-130 WOL
For extra hoavy dul loading
condions wih 125mm - 150mm
wide outer leal.

loading figures, intl
must be lterally restained

5700

. —

Concrete
floor slab,

Keystone Lintels Ltd.
X/K-130 WOL

For extraheavy duy oadin
condtions wih 125mm - 150mm
wide outer eat

To achieve loading fgures, el
must be lterally restained

6000

. —

Concrete
floor slab,

Keystone Lintels Ltd
XIK-130 WOL.

For exta heavy duy oacing
condtons wih 126mm - 150mm
vide oute eat.

To achieve loading figures, el
must be laterally restained.

6300

I

Concrete
floor slab

Keystone Lintels Lid.

condiions wih 125mm - 150mm

chieve oading iures el
must b lteralyresiaied.

6600

I

Concrete
floor slab

Keystone Lintels Ltd,
X/K-130 WOL

For extra hoavy duty loadng
condiions with 125mm - 150mm
wide outer eat.

To achieve loading figres, it
must b lteraly resirained.




