Concrete.
floor slab

0600-3000

Keystone Lintels Ltd,
X/K-150 125 WIL

For extra heavy dut loading
condtons wih 125mm - 150mm
wide inner et

o ahieve loading figures, ntel
must b lteraly resirained.

Concrete
floor slab,

3150-4800

Keystone Lintels Ltd.
/K-150 125 WIL

For extaa heavy duty loading

coniions wih 125mm - 150mm

i i eat.

To achieve loading figues, el

must be lterally restaned

Concrete
floor slab,

Keystone Lintels Ltd
XIK-150 125 WIL

vid inner eat.
To achieve loading figues, lniel
must be laterally restained.

Concrete
floor slab

Keystone Lintels Ltd
XIK-150 125 WIL

Condiions vith 126mm - 150mm

e inmer eat.
To achieve loading figures, el
must be lteralyresuaned.

Keystone Lintels Ltd,
XIK-150 125 WIL

For exra heavy duty loadng
conditons ith 126mm - 150mm
wide innereat.

o achioveloading figures, el
must b lteraly resrained.

Concrete.
floor slab

Keystone Lintels Ltd,
X/K-150 125 WIL

For extra heavy dut loading
conditons wih 128mm - 150mm
wide inner et

o acieve loading figures, ntel
must be lteraly resirained.

Concrete.
floor slab,

Keystone Lintels Ltd.
/K-150 125 WIL

For extra heavy duty loading

conditions wih 125mm - 150mm

e i eat.

To achieve loading figues, el

must be lterally restaned

Concrete
floor slab,

Keystone Lintels Ld
XIK-150 125 WIL
Forexa heavy duty oading
conttions wih 125mm- 150mm

et .
To achieve loading fgues, liel

e lterally restancd.



